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The RS Hardware Guide is a resource for Standards 
Engineers, Structure Designers and Line Workers to 
provide guidelines for designing hardware connections 
and selecting appropriate overhead line electrical 
and communication hardware.

This document discusses typical hardware 
connections on distribution poles along with the 
design methodologies and principles involved in 
choosing the right hardware.



Imbalanced loads on the side mount causes a moment acting on one bolt. The longer the moment arm, the higher the 
transverse shear. Ensure the total load does not exceed the connection capacity.

For pin insulators mounted on the side, the transverse moment load will act on one backing washer.

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 7,460 lb   |  ¾" bolt – 8,940 lb

Transverse 4” x 4” washer – 4,160 lb  

Longitudinal ⅝" bolt – 2,790 lb  |  ¾" bolt – 3,350 lb 
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Transverse load causes a moment acting on one bolt only. The longer the moment arm, the higher the transverse shear. 
Ensure the total load does not exceed the connection capacity. 

For more information on moment calculation 
please refer to the A.4a section under 
design methodologies in the appendix.

PART # QTY DESCRIPTION

101323 4 4" x 4" washer for ⅝" bolts

101324 4 4" x 4" washer for ¾" bolts

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 7,460 lb   |  ¾" bolt – 8,940 lb

Transverse ⅝" bolt – 2,790 lb  |  ¾" bolt – 3,350 lb 

1.1   Top Pin Insulators 1.2   �Top Pin Insulators  
(side mount)

PART # QTY DESCRIPTION

101323 4 4" x 4" washer for ⅝" bolts

101324 4 4" x 4" washer for ¾" bolts

Conductor Attachments

Conductor 
Attachments

For more information on moment calculation 
please refer to the A.4a section under 
design methodologies in the appendix.
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The weight of the conductor causes a moment load by pulling the backing washers on the top bolt connection and pushing 
the gain base into the pole wall at the bottom bolt connection.

PART # QTY DESCRIPTION

101323 4 4" x 4" washer for ⅝" bolts

101324 4 4" x 4" washer for ¾" bolts

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 7,460 lb   |  ¾" bolt – 8,940 lb

Moment 4" x 4" washer – 4,160 lb 

PART # QTY DESCRIPTION

101323 4 4" x 4" washer for ⅝" bolts

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 7,460 lb  

Transverse ⅝” bolt – 2,790 lb  

1.3   Standoff Brackets 1.4   �Armless Electric 
Distribution (V-Arm)  
or Vertical Pin Insulator 
Bracket

For more information on moment calculation 
please refer to the A.4a section under 
design methodologies in the appendix.

For more information on moment calculation 
please refer to the A.4a section under 
design methodologies in the appendix.



76

The applied weight causes a moment load pulling the backing washers on the top connection and pushing the gain base 
into the pole wall at the bottom connection.

PART # QTY DESCRIPTION

101237 6 5" x 5" washer for ¾" and ⅝" bolts, for 
modules M01 through M04

101238 6 5" x 5" washer for ¾" and ⅝" bolts, for 
modules M05 or larger

LOAD TYPE CONNECTION CAPACITY

Vertical ¾" bolt – 4,470 lb  |  ¾" bolt – 8,940 lb

Pulling Force 4" x 4" washer – 4,160 lb  |  4" x 4" washer – 8,320 lb

1.5   Spacer Cable 1.6   Dead-end Strains

For more information on moment calculation 
please refer to the A.4a section under 
design methodologies in the appendix.

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 7,460 lb   |  ¾" bolt – 8,940 lb

Transverse 5" x 5" washer – 13,000 lb  

Pulling Force 5" x 5" washer – 6,500 lb  

PART # QTY DESCRIPTION

100180 1 Guying tee for ¾" bolts

101324 4 4" x 4" washer for ¾" bolts

PART # QTY DESCRIPTION

101324 2 4" x 4" washer for ⅝" bolts
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Ensure the pull load on the washer is equally applied on all backing washers. Some brackets may 
eccentrically load the spool, and the pull loads may be applied only on 1 or 2 washers; this will reduce 
the capacity at the connection.

PART # QTY DESCRIPTION

101323 6 4" x 4" washer for ⅝" bolts

PART # QTY DESCRIPTION

101323 2 4" x 4" washer for ⅝" bolts

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 7,460 lb  |  ⅝" – 11,180 lb  |  ⅝" – 14,910 lb  

Transverse 4" x 4" washer – 8,320 lb  |  4" x 4" washer – 12,480 lb  |  4" x 4" washer – 16,640 lb

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 3,730 lb  

Transverse 4" x 4" washer – 4,160 lb.

2.1: Neutral Clevis 2.1   Spools

Neutral Attachments

Neutral  
Attachments
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PART # QTY DESCRIPTION

101322 2 4" x 4" washer for ½" bolts

101323 2 4" x 4" washer for ⅝" bolts

4.1   Riser Conduits

Linear Attachments 

PARTS: Suitable sized conduit straps with 
self-tapping screws are sufficient for riser pipe 
connections.

All ground wire connections shall be installed using self-tapping screws with appropriately sized ground wire clamps.
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4.2   �Ground Wire Clamps

Linear  
Appurtenances 

PARTS: Wire clamps with self tapping 
screws available for wire sizes from AWG #8 
Cu to ½" coax. Please contact RS customer 
service for appropriate part numbers. 
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PART # QTY DESCRIPTION

101323 4 4" x 4" washer for ⅝" bolts

101324 4 4" x 4" washer for ¾" bolts

5.2   �Crossarm with Vee Brace

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 3,730 lb   |  ¾" bolt – 4,470 lb

Longitudinal 4" x 4" washer – 4,160 lb  

Transverse ⅝" bolt – 2,790 lb  |  ¾" bolt – 3,350 lb 

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 11,180 lb   |  ¾" bolt – 13,420 lb

Longitudinal 4" x 4" washer – 4,160 lb  

Transverse ⅝" bolt – 8,370 lb  |  ¾" bolt – 10,040 lb 
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5.2a   �Crossarm Vee Brace 
with 3-bolt straps for 
heavy loads

PART # QTY DESCRIPTION

101323 3 4" x 4" washer for ⅝" bolts

101324 3 4" x 4" washer for ¾" bolts

100798 1 3-bolt strap for ⅝" bolts

100149 1 3-bolt strap for ¾" bolts

HIGH ANGLES & HEAVY LOADS: 
A 3-bolt strap is recommended to 
support the increased vertical and 
transverse load.
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PART # QTY DESCRIPTION

101323 2 4" x 4" washer for ⅝" bolts

101324 2 4" x 4" washer for ¾" bolts

Contact RS 
Engineering 1 Bearing plate

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 7,460 lb   |  ¾" bolt – 8,940 lb

Push/Pull Force 4" x 4" washer – 3,320 lb 

7.1  

Switch Arms & Control Rods
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7.2   PART # QTY DESCRIPTION

101322 2 4" x 4" washer for ½" bolts

101323 2 4" x 4" washer for ⅝" bolts

101039 14 Bearing washer

Switch Arms  
& Control Rods
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PART # QTY DESCRIPTION

101323 4 4" x 4" washer for ⅝" bolts

101324 4 4" x 4" washer for ¾" bolts

LOAD TYPE CONNECTION CAPACITY

Vertical ⅝" bolt – 7,460 lb   |  ¾" bolt – 8,940 lb

Push/Pull Force 4" x 4" washer – 8,320 lb 

Transverse ⅝" bolt – 5,580 lb  |  ¾" bolt – 6,700 lb 

9.1   Transformers

Transformers, Arrestor & Fuse cutout 
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PART # QTY DESCRIPTION

101323 4 4" x 4" washer for ⅝" bolts

101324 4 4" x 4" washer for ¾" bolts

PART # QTY DESCRIPTION

101323 2 4" x 4" washer for ⅝" bolts

101324 2 4" x 4" washer for ¾" bolts

Transformers, Arrestor  
& Fuse Cutout 

9.2   �Fuse Cutout 
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PART # QTY DESCRIPTION

101323 1 or 2 4" x 4" washer for ⅝" bolts

101324 1 or 2 4" x 4" washer for ¾" bolts

10.1   Lights

Lights, Cabinets & Miscellaneous

29

PART # QTY DESCRIPTION

101323 4 4" x 4" washer for ⅝" bolts

101324 4 4" x 4" washer for ¾" bolts

Lights, Cabinets  
& Miscellaneous

10.2   �Cabinets 

For all other attachments not covered 
in the guide please follow the Design 
Methodologies in the appendix section 
to determine the appropriate connection 
hardware. 

For further assistance please contact 
RS Engineering.
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Some hardware also applies moment loads. These additional moments must be resolved 
into bolt bearing and washer bearing stress for determining the hardware connection.

A.4a   Force Moment Calculations

The transverse load on the top pin insulator applies a moment load which in turn applies 
a pivoting motion through the top bolt attachment. This moment is only resisted by the 
bottom bolt in the transverse bolt bearing direction.

Transverse bolt bearing moment  
due to transverse load. 

Push and pull out load due to the 
vertical moment acting on the bracket. 
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The vertical load causing a pull moment:
The vertical moment Vt = Vw x l1, where Vw is the vertical load of the conductor. 
l1 is the moment arm length. In this case, the distance between the conductor 
attachment point to the bottom of the gain base.
The pull force at the connection L = Vt x l2, where l2 is the counter moment arm  
which is the bolt spacing of the bracket.

Like the transverse moment, the vertical load on the standoff bracket applies a push 
and a pull load on the bottom and top bolt connection perpendicular to the pole wall 
and it requires appropriately sized washers to spread the push load. When there is 
an uplift, the load direction and the pivoting moment action reverses. 

The transverse force on the bolt due to transverse load from conductor:
Transverse moment Ft = Tw x l1, where Tw is transverse load due to wind on the 
conductor and l1 is the moment arm length.
The transverse force at the connection T = Ft / l2, where l2 is the counter moment 
arm length or bolt spacing in this case.

(left): Moment arm length on a typical top pin connection. 
(right): Moment arm length on a typical standoff bracket connection. 




